
5 Pre-Soak the Ceramic Water Filter before use  

These filters made with, "lightly compressed ceramic diatomaceous 
substances. Diatomaceous ceramics has a very tiny porous structure of 
0.2-0.5 micron as less than half size of bacteria (0.5-1.0 
micron).  Additionally, the ceramic shell is impregnated with "silver" and 
provides as self-sterilization. Only with this filter, you will get clean water 
free from rust, dust, sand, silt, and bacteria such as cholera, typhoid, 
coliform etc."  

This ceramic shell filter has activated coconut shell carbon media, for the 
removal or reduction of chlorine, bad taste, smell and many other 
contaminates.  (The normal flow rate is about 1 drop every second.) 
 
The ceramic filter is designed to inhibit the growth of bacteria within the 
media bed, and extend the life of the filter. This media is rated between 
4,500 and 6,000 gallons per pound of product, for this filter, good between 
1,650 - 2200 gallons or one year (treating chlorine, bad taste, smell and 
ugly water color).  Filtering cloudy or bad water will substantially shorten 
the life of this or any filter 
 
 
 Very important to follow these instructions! 

1. Please soak the ceramic filter in clean water for 30 min 
2. Please make sure the whole filter is submersed and water soaks into 

the carbon media through the stem. You should hold it down into the 
water and will see bubbles, you can also place a cup or clean rag on 
it to hold it down. it is very important that all of the carbon media gets 
rinsed. 

3. Please rinse with cold water only, ** (( NO HOT WATER )) 
4. NOTE: The filter will drip very slow the first tank full, please throw the 

first tank out, as the media is rinsing. Future fill ups should be quicker 
(A normal flow rate is about 1 drip per second, or a tad quicker) 

When this ceramic filter stops filtering water you can use a Scotch brite 
green pad and gently scrub the white filtering area of the filter, rinse with 
clean water and re-install the filter to get a normal flow rate again.  
WARNING: THESE CERAMIC FILTERS ARE VERY FRAGILE 


